
AD LOC 400 is our tank and vessel insulating panel.  It is fully thermally 

broken and has flanges externally.  Panels come in 36” or 32” widths by a 

maximum 32’ length which reduces installation time and cost.  We manufac-

ture this product in our Edmonton facility so on time delivery within your 

budget is achieved.  The AD LOC 400 doesn’t absorb condensation, will not 

wick ground moisture from snow or rain, and will easily adjust itself as the 

tank expands and contracts during filling and emptying cycles. 

AD LOC 400 

Tank/Vessel Insulation Panel 
AD V AN CE D P AN E L PRO DUC TS L TD.  

Phone: 780-955-6363 

Fax:     780-955-6377 

E-mail: www.advancedpanel.com 

 

Exterior Steel: 

                       -Galvalume/Precoat 

AD V AN C E D  P AN E L  P R O D U C TS  L TD .  

Exterior Steel: 
                       -Galvalume/Precoat 
                         ; Others Available 
                         (Galvanized to ASTM A653) 
                       - Aluminum Stucco Embossed 
Standard Colors: 
                       -White 
                        (All Baycoat 8000 series) 
                        (Optional Colors Available) 
 
Service Temperature Range:  Max. 180 F 
 
Panel Thickness: 
                      -1 1/2”,  2”,  2 1/2”,  3”,  and  4”  
 
Polyurethane Foam: 
              -PF-6358-0 
              -Closed Cell Content: ASTM D-2856 
              -Thermal Conductivity ASTM C-518 
              -Fire Rating: CAN/ULC S-101 
                                   CAN/ULC S-102 
                                   CAN/ULC S-127 
              -Absorption Testing: ASTM D-2842 
 
Finished Panel Width: 36” or 32” 

36"

3"2 3/4" x 1/4"

(CURVE CUTS OPTIONAL)

Physical Address: 

3955 - 8 Street 

Nisku, Alberta 

T9E 8M1 

Canada 


