
Our AD LOC FC100 panel is our Health Grade freezer and cooler panel.  It 

is fully thermally broken and has flanges internally and externally.  Panels 

come in 36” widths which expedite install times.  (An intermediate fastener 

may be required).  A multitude of options are available such as freezer & 

cooler doors, interior FRP paneling, as well as floor and interior partitions. 

We manufacture this product in Edmonton so on time delivery within 

budget is easily attainable. 

AD LOC FC100 

Freezer/Cooler Application 
AD V AN CE D P AN E L PRO DUC TS L TD.  

Phone: 780-955-6363 

Fax:     780-955-6377 

Email: www.advancedpanel.com 

 

ADVAN CED  PAN EL PRODUCT S LT D.  

Panel Gauge: 
        -26 ga. Exterior; Others Available 
        -26 ga. Interior (Refrig. White) ;      
            Others Available 
Panel Thickness: 
        -2 1/2” to 4” 
Standard Colors: 
        -QC317, QC315, QC321,  
          (Ext. Only) 
          (Optional Colors Available) 
Options: 
        -Stucco Embossing (Ext. Only) 
        -ULC 502 
Polyurethane Foam: 
      -PF-6358-0 
      -Closed Cell Content: ASTM D-
2856 
      -Thermal Conductivity: ASTM C-
518 
      -Fire Rating: CAN/ULC S-101 
                           CAN/ULC S-102 
                           CAN/ULC S-127 
        -Absorption Testing: ASTM D-
2842 
        -Finished Panel Width: 36” 

(CFIA Approved) 
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